Appendix HI. 
c.f. paragraphs 56,97, 148, 149. 


AIR MINISTRY 


(department of civil aviation.) 

ZONING REQUIREMENTS. 

AS APPLIED TO A SPECIMEN. 

STANDARD 

ALL-WEATHER COMMERCIAL 

AERODROME. 

JANUARY 1937. 

SCALE :-i INCH-400 YARDS. 


□ 


Limits of Landing Area Comprising 3 Runways of 
1,000 X 200 Yds. and f of 1,300 x 400 Yds. 


y 
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/ 
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No Obstruction abo\/e s slope of f in IS 
measured from the end of the Runway. 


/ 


No Obstruction above 35 feet in these areas 


Sites 50 X 50 feet for Inner and Outer 
Radio Markerbeacons. 


100' Indicates no Obstruction above 100 feet. 
200 ' ” ” ” ” ” 

400 ' ” ” ” ” ^00 ” 


The Datum from which Heights shall be 
measured is the Mean Level of the Landing 
Area. 
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Wherever two different height restriction 
zones overlap the permissable height shall 
be the lower of the two. 


\ 


Small departures from the restrictions shown \ 
may occur with alternative runway arrangements. \ 
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1675 , 813 > 853 , 2700 , 1 / 37 . 












































